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SASPCIe 68PIN MALE
RIGHT ANGLE SMT TYPE 
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COMPONENT TOP VIEW

RECOMMENDED PCB LAYOUT/DEFAULT TOLERANCE:±0.05
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Unless otherwise specified tolerance:

SHINNING SHENZHEN SHINNING ELECTRONIC CO.,LTD.

Performance characteristics:
1.Main body part material 
  Insulator: LCP black UL94V-0
  Contact terminal: Copper alloy,1.27μm Ni under plated,
          contact area plating Au 0.76μm，Tail plating Sn.
2.Electrical requirements:
  Current rating：
    Power Pin:1.5A
    Signal Pin:0.5A
  Contact resistance：≤30 mΩ
 Insulation resistance：≥1000 MΩ

  Withstanding voltage：500 Vr.m.s, 1mA, 60s
3.Mechanical requirements
  Insertion force：≤59N
  Extraction force：≥12N
  Mechanical life：100 cycles
4.Environment specification
  temperature：Operating: 0℃～+55℃
           Non-Operating: -40℃～+85℃
5.Applicable standard：SFF-8639
6.Packing & storing
  Method of packing：Carry tape，outer box
  Storing condition：temperature of -10℃～+40℃
                     below 80% relative humidity
7.Style of installation：SMT Installation
8.To prevent the pollution of the environment product info
RoHS agreement:In line with the european union RoHS.

SL0.1881.002

A1

a 7 239593 Lawrence 2017-08-29

chliao
打字机文本

chliao
打字机文本
Tim2017.9.8

chliao
打字机文本
Spring2017.9.11

chliao
打字机文本
Alan2017.9.11

chliao
打字机文本

chliao
打字机文本

chliao
打字机文本




